20020410.ba v03_n320.bam.20020410 


>From ???@??? Wed Apr 10 00:15:27 2002 -0500 

Message-Id: <200204100515. g3A5F998001265@sco.theporch. com> 
Date: Wed, 10 Apr 2002 00:14:11 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3320 


BOATANCHORS Digest 3320 
Topics covered in this issue include: 


1) RE: Wrap & crimp? Why? 

by "Edward Zeranski" <ezeran@concentric.net> 
2) RE: Anybody gotsa... 

by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
3) RE: Anybody gotsa...BC 223 question. 

by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
4) RE:Anybody gotsa...BC 223 question. 

by "JAMES T HANLON" <knjhanlon@email.msn.com> 
5) $250 Reward for Stolen Radio 

by David Stinson <arc5@ix.netcom.com> 
6) Hickok index roller assembly 

by Avery Comarow <acomarow@usnews.com> 
7) Collins 75A2 

by "Guido E. Santacana" <laffitte@prtc.net> 
8) Need info on Panalyzer SB-8b 

by Richard Post <postr@ohiou.edu> 
9) USS COBIA 

by Tom Aschenbrenner <boat@aschen.com> 
10) Thanks for RCA Q-44 Information 

by Liles and Naomi Garcia <naomi@ftconnect.com> 
11) [Fwd: Re: Wrap & crimp? Why?] 

by "Arthur I. Larky" <ail0@lehigh.edu> 
12) Re: [Fwd: Re: Wrap & crimp? Why?] 

by Arden Allen <gumbear@pacbell.net> 
13) FS: T-368 Depot Maint Manual Reprint 

by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
14) ADMINISTRIVIA: No More Reposts 

by listown@nanniandjack.com (Mail List Owner) 
15) Marconi PV500 Needs a New Home 

by Jerry Proc <jerry.proc@sympatico.ca> 
16) Removing decals 

by "R.J. Mattson" <rjmattson@hvi.net> 
17) RE: Removing decals 

by "Jim Berry" <basalop@gte.net> 
18) RE: Removing decals 


by "Edward Zeranski" <ezeran@concentric.net> 
19) W.E. 500 kcs receivers 

by Neal McEwen <nmcewen@metronet.com> 
20) Re: Removing decals 

by Arden Allen <gumbear@pacbell.net> 
21) Re: W.E. 500 kcs receivers 

by "ed sharpe" <esharpe@uswest.net> 


From: "Edward Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Wrap & crimp? Why? 
Date: Sat, 6 Apr 2002 21:32:58 -0800 
Message-ID: <FHEBKNEBHGNPDPLBMCNECECLCBAA. ezeran@concentric.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Having worked in quality control a few times over the years I have a 
passing familiarity with workmanship handbooks. It never was about 
reliable connections, although that was the contention, in my opinion. It 
was about uniformity. That's how the bosses maintain control of the 
hunched over assemblers. If you let engineers and technicians build the 
stuff it would look more like the work of Jackson Pollock: 


Arden, 

I never worked in QC but have worked with them and have been subject to 
their eye. Also, have worked R&D. building proto types which later went to 
production. Later a grunch of time was/is spent building things that had to 
work once then never questioned. Yep on the engineer art 
work/prototype-to-brassboard...it can be art, eclectic, and 
loose....but...but when it goes to production... 
the darn thing better be reliable and fixable by anyone with the task. Not 
good if each deliverable unit is a thing unto itself. On the 
socialogical..scientists and pure science types can come up with a 
concept..engineers design the widget.. techs build the first few.. then line 
workers build the product. The product had best match the tech manual. The 
change from Jackson Pollack( abstract expression/engineers-techs) to 
LaTreque(sp?) 

( lithographs/production) is necessary. My experience is that it WAS about 
‘a good connection', especially when working with aerospace and things that 
flew. "Bosses maintain control of the hunched over assemblers"...Is that 
Hegel or Marx?? Those are actually honest jobs, even if they worked at 
Hammarlund or National. :40 


Date: Sun, 7 Apr 2002 11:38:51 -0400 
From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: Anybody gotsa... 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200204071138_MC3-F876-9BD8@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0O-8859-1 
Content-Disposition: inline 


Marty, 
Have manuals - see below. 


>manual on the BC-223 (p/o SCR 245) 

Reprint of TM 11-272 $22.50 plus postage. Covers the BC-223 (no 
connectors) and BC-223-A (has connectors), the two 12 volt only models, 
plus the PE-55. Reprint of an Instruction Book (no number) on 
SCR-245-GX...PX $15.00 plus postage. Covers the BC-223-AX, the 12/24 vol= 
t 

model, PE-125-AX and PE-135-AX. Both TM's also cover the BC-312-C and 
installation/wiring in various vehicles. 


>TU-18-A for above 
No. Only extra is a TU-17-A. 
>tales of being jumped by Ruskies & I-ties while trying to work = 


stateside AWA members in their "DX test" on 20M 2nite 
< 
Not using a BC-223. 


73 

Robert Downs 
<RWDowns_WA5CAB@compusetrve. com> 
Houston 


Date: Sun, 7 Apr 2002 11:38:53 -0400 

From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: Anybody gotsa...BC 223 question. 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200204071138_MC3-F876-9BD9@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 


charset=IS0-8859-1 
Content-Disposition: inline 


John, 


There is a resistor in the BC-223, BC-223-A and BC-223-AX that is switche= 
d 

in when the mode switch is set to C.W. However, its proper operation 
depends on the adjustable 2-ohm resistor located in the PE-55 (or 
PE-125/135) being between it and the 12-14 (or 24-28) volt primary supply= 


Also, like virtually every transmitter from the WW-II period, the carbon 
mic supply (and relay supply if the set has relays) is taken from the 
primary supply, so you can't run AC for the LV supply unless the set has = 
no 

relays and you don't intend to operate AM (or you plan to butcher the set= 


to get around this). 


Personally, I would run it with the original dynamotor or vibrator supply.= 


But otherwise, I think that I would run it from 12-14 VDC with the 2-ohm 
resistor, and with a relay in the power supply to simultaneously apply th= 
e 

12-14 and the 525 VDC when the transmitter was keyed in AM or when C.W. w= 
as 

selected. Also, if the relay is in the 120 VAC primary to the HV 
transformer (rather than switching the HV directly), the HV needs a fairl= 


stiff bleeder. The PE-55 control circuitry incorporated a braking resist= 
or 
to snub the dynamotor. 


> Speaking of the BC223. Has anyone ever made a AC supply for one o= 


these rigs? I started one, built into the abandoned case from a 

bc-906 freq. meter. Project was comming alone well till I got to 

the filaments. The manual for the scr-245 calls for 8.3 volts at 
the 

power supply for the filaments (801's in par, three 46's in 
series). 

I thought this< 


73 
Robert Downs 


<RWDowns_WA5CAB@compuserve.com> 
Houston 


Message-ID: <0Q05901c1de62$779fb0cO$£477143£@jameshan> 
From: "JAMES T HANLON" <knjhanlon@email.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "boatanchors" <boatanchors@theporch.com> 
Subject: RE:Anybody gotsa...BC 223 question. 
Date: Sun, 7 Apr 2002 12:31:39 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


John, 


A few thoughts for your filament voltage problem. If there was some way to 
supply about 75 volts to the primary of your 12 volt transformer, the "12 
volt" secondary voltage would then be 7.5 volts regardless of the filament 
current. You could do it with a Variac, of course. If you could find a 
transformer with a 45 volt secondary and could connect that voltage to buck 
the 120 ac, the result would be 75 volts for your primary. 


Another thought would simply be to put two resistors in series with either 
the primary or the secondary as you are now, one for CW and the other for 
Phone, and switch in the correct one for the mode you want to operate. 


Another real possibility is to rewind the secondary on your filament 
transformer. I've actually done this before on a transformer that I was 
using for the power supply on a sand-state PA amplifier, and it is not hard. 
Usually the filament winding is on the outside, and the primary is on the 
inside. So you can work on the secondary without harming the primary. If 
you completely unwind the secondary and count the turns as you go, you will 
know how many "turns per volt" the transformer is designed for. Then just 
rewind the secondary with the appropriate number of turns to get the voltage 
you want. Or you could just measure the voltage with the full secondary, 
take off a small number of turns and measure the voltage again to get the 
"turns per volt" ratio. Then subtract the appropriate number of turns for 
the voltage you want. That's probably the best idea I've come up with. 


13% 


Jim, W8KGI 

Sees Original Message ----- 

From: "John J Mccarty" <jmccarty@lucent.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Thursday, April 04, 2002 12:31 AM 


Subject: RE:Anybody gotsa...BC 223 question. 


>o manual on the BC223 (p/o SCR 245) 


Speaking of the BC223. Has anyone ever made a AC supply for one of 
these rigs? I started one, built into the abandoned case from a 
bc-906 freq. meter. Project was comming alone well till I got to 

the filaments. The manual for the scr-245 calls for 8.3 volts at the 
power supply for the filaments (801's in par, three 46's in series). 
I thought this to be a bit high, so I set my tap on my resistor in 


12 volts in my supply. I set it for 7.5 while the rig was in the AM 
mode, as the manual says to do. All was good until I switched over 
to CW. In that mode, the audio tubes (the 3 46's) have their 
filaments shut off. So a thrid of the load is removed, and the 
filament voltage jumped up to 9 volts. This can't be good for the 
801's. Any ideas. I could put in a SS series regulator, but I have 
had bad luck in the past with these shorting through and hitting 
the filaments of a rig with full voltage. Can I put some kind of 
dropping in the primary of the 12 volt transformer to keep the 
voltage down around 7.5 volts ? 


Tnx + 73 


John n9hrt 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


Message-ID: <3CBOD487.63FDEF5@ix.netcom.com> 
Date: Sun, 07 Apr 2002 18:21:43 -0500 

From: David Stinson <arc5@ix.netcom. com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: $250 Reward for Stolen Radio 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


$250 Reward, No Questions Asked- 

For the return of my Navy AMA radio, serial #205, 
which was stolen last year from Greenville, Texas. 

An AMA is a WW-II "handie talkie" that looks just like 


the HB supply for 7.5 volts. This resistor brings the voltage down from 


the famous BC-611 handie talkie, except it has a Navy 
nomenclature tag on it and a navy-marked chassis inside it. 


David Stinson 
arc5@ix.netcom.com 
214-632-4510 


Message-Id: <4.2.2.20020408121148 . 00a9b250@ntpop.usnews.com> 
Date: Mon, 08 Apr 2002 12:12:25 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Hickok index roller assembly 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


This is the roll-chart mechanism. It has a sticker with the following ID: 


1N-6225-313-8455 
28569 P/N 9600-49 


It is in very good condition, with roll chart, and the finger wheel turns 
without significant binding. I don't know which Hickok it was used in. My 
752A manual lists the assembly as P/N 9600-42. A friend can't find a 
reference to the assembly in his manuals for the 533, 539, 600, or 800. 
Perhaps it fit more than one model. 


$20 gets it, and I'll pay shipping. 
73, Avery W3AVE in Potomac, Md. 


Message-ID: <3CB1C528.E05FC20FQ@prtc.net> 

Date: Mon, 08 Apr 2002 13:28:24 -0300 

From: "Guido E. Santacana" <laffitte@prtc.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Collins 75A2 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi to all, 
I have a very good 75A2 in excellent working order and recapped. 
I am looking for a Hammarlund HQ180 in similar condition as a trade. If 


interested contact me directly. Many Thanks! 


Best 73s 


Guido Santacana KP4FAR 


Message-Id: <v0Q3007807b8d78db83d46@[132.235.46.182]> 
Mime-Version: 1.0 

Content-Type: text/enriched; charset="us-ascii" 
Date: Mon, 8 Apr 2002 16:29:58 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Richard Post <postr@ohiou.edu> 

Subject: Need info on Panalyzer SB-8b 


Anchorites, 


Acquired a Panoramic Radio Products Panalyzer SB-8b, Type T-200. All 
tubes. Alas, it did not come with the separate power supply. Input 
center frequency .5/32 Mc. (Assuming either/or.) Property tag shows 
one-time owner was Goddard Space Flight Center. The 35 Mcs input and 
switch are on the back panel. Mil style large circular power connector 
on the back has lots of pins. CRT face cover is labeled 100Kcs + and - 
on horizontal and DB on the vertical axis, standard panadaptor 
markings. Rack mount unit. 


Anyone have a schematic on this or its missing power supply? Or just 
the voltages required to the multi-pin power connector? I assume B+, 
6.3 VAC for most tubes, separate fil supply with high volt bias for the 
CRT, leads to AC on-off switch, etc. Has a couple of VR tubes, a 
selenium stack (few plates, probably low voltage) and a filter cap on 
board that should help with determining probable voltages but I'd 
rather not reinvent the wheel. 


Since we are using painters for our descriptions today, I prefer a 
schematic (or 1920's radio wiring) in Piet Mondriaan style ;-) 


<<http://www.the-artfile.com/uk/artists/mondriaan/compredyellowblue.htm> 


73, 
Rich 


<<postr@ohiou.edu> 


<fontfamily><param>Geneva</param>Boatanchor Pix website - KB8TAD 


<<http://oak.cats.ohiou.edu/~postr/bapix/> 


Museum of Radio and Technology 


<<http://oak.cats.ohiou.edu/~postr/MRT> </fontfamily> 


Message-ID: <3CB21858.8C0163AA@aschen. com> 
Date: Mon, 08 Apr 2002 17:23:20 -0500 

From: Tom Aschenbrenner <boat@aschen.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: USS COBIA 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello, 


I have looked hi and low in the Museum's library and can't find a RAL 
manual. Would anyone on this list either have one or a copy? The next 
work trip has the RAL's scheduled if I can get a manual. 


Regards, 


Message-ID: <3CB22F7D.BD994286@ftconnect.com> 
Date: Mon, 08 Apr 2002 17:02:05 -0700 

From: Liles and Naomi Garcia <naomi@ftconnect.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Thanks for RCA Q-44 Information 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Good evening Everybody, 


I wish to thank everyone that provided me information on an RCA Q-44 
radio. A special thanks goes to Phil McCoy for posting the Q-44 manual 
on his website. From the information that you all gave me, this radio 
seems to be a really interesting one!! Again, thanks much to the 
Boatanchors group. 


I have another question for the group: 


A few weeks ago, I was walking in my neighborhood, and saw a neighbor 
putting the finishing touches on the finish of an old console radio. 

The radio is a " Radiotrope ", and is a console. It has about six 
tubes, and covers 4 bands from BC band to 20 MHz. The radio has no 
model number on it, but it has a long number engraved on the back of the 
chassis that I guess is a serial number. It has two Utah speakers, one 
facing the front of the set, and one facing down to the floor. The 
console has about 12 inch high legs. The four bands are color-coded in 
red, green, gray, and black, and the band switch knob has matching dots 
for each band on the dial. The tuning capacitor has two sections. 

These console radios are not in my area of interest, but you all know 
that as we all pursue our hobby at swap meets, estate sales, etc, we do 
see a lot of different radio types. However, this particular brand is 
new to me. The radio plays and will go into a living room to be 
listened to every once in a while. Is anyone familiar with this brand 
of radio?? I have never heard of it before. Thanks in advance for your 
help and expertise. 


Regards from Aloha, Oregon, 
Liles Garcia 
naomi@ftconnect.com 


Message-ID: <3CB2560C.65181A7A@lehigh. edu> 
Date: Mon, 08 Apr 2002 22:46:36 -0400 

From: "Arthur I. Larky" <ail0@lehigh.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: [Fwd: Re: Wrap & crimp? Why?] 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I had some experience with a factory where the assemblers had a sample 
unit from 

which to copy the parts placement, etc. When the line ran faster than 
they could 

finish a unit, they put the sample on the line and used the one they 
were working 

on as the sample. The result was a method of ensuring that a wiring 
mistake got 

propagated through the next umpteen units until one of them failed at 
the product 

test station! 

Art K3HBA 


Date: Mon, 08 Apr 2002 23:40:21 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: [Fwd: Re: Wrap & crimp? Why?] 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGUAQOMLOFVHZF@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


How convenient, Art; 


I had some experience with a factory where the assemblers had a sample 
unit from 

which to copy the parts placement, etc. When the line ran faster than 
they could 

finish a unit, they put the sample on the line and used the one they 
were working 

on as the sample. The result was a method of ensuring that a wiring 
mistake got 

propagated through the next umpteen units until one of them failed at 
the product 

test station! 


VV VV VV VV VV WV 


I was commenting in a private e-mail about the failure of quality caused by 
loss of control in production. Maintaining uniformity of assembly 
operations ensures that the product doesn't get redesigned by assemblers. 
Your example is just what I was talking about. It's not about whether a 
wire is wrapped and crimped about a terminal, it's about all terminations 
being done the same way. It doesn't do much to have a great design if it's 
foiled in production. Nowadays automation takes care of most of that. 

It's up to engineering to determine how a connection is to be made, not 
some self appointed expert on the production line who claims superior 
knowledg of workmanship standards. There's an old joke I learned working 
in aerospace: Follow MIL-T-FP41 (Make It Like The F------ Print 4 Once). 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


> From: Arthur I. Larky <ailO0@lehigh.edu> 

> To: Old Tube Radios <boatanchors@theporch.com> 
> Subject: [Fwd: Re: Wrap & crimp? Why?] 

> Date: Monday, April 08, 2002 7:46 PM 
> 
> 
> 


Art K3HBA 


Date: Tue, 9 Apr 2002 12:16:46 -0400 
From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve. com> 
Subject: FS: T-368 Depot Maint Manual Reprint 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200204091217_MC3-F8DD-2FFE@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Groups, 
This morning, I finished scanning and cleaning up TM 11-809-35, the depot= 


maintenance manual on the T-368 through T-368-E. Reprints are $36.00 plu= 
Risen Manual includes all pages, including printed covers and Change= 
Hee & 5. Foldouts are one piece. Photos are clear (except for rear vi= 
ee ME-165 which came from someone else). Binding is screwpost. 


Also have one extra original of TM 11-809-35 (Changes will have to be 
reprints) at same price and several extra originals of TM 11-809-10, the 
operator's manual, @ $15.90 (Changes will be reprints). 


I have TM 11-809-20 and the tuning summary cards for the T-368 and TN-339= 
but have not scanned them. 


73 

Robert Downs 
<RWDowns_WA5CAB@compusetrve. com> 
Houston 


Message-Id: <200204091815. g39IF1HU023171@0sr506.nanniandjack.com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: No More Reposts 

Date: Tue, 9 Apr 2002 11:15:01 -0700 (PDT) 


Gang- 


This is a reminder that reposting of For Sale or Wanted items from 
other internet sources (lists and auctions) is discouraged.... 


nay prohibited on the BoatAnchors list. 


If a BA list member wants to post the item elsewhere and on the BA list, 
that creates NO problem. What we are trying to avoid are "seen on EBay" 
or "prime rig on xxx list" type posts... Very few BA members limit their 
searching to just the BA list! 


The problem comes when the poster in the other venue is not asked about 


the re-post... without the permission of the poster, problems are 
guaranteed, and I do not have the time, the energy, or the desire 
to address and deal with the headaches that re-posting causes... I'll 


grant you that folks in other venues need to be re-calibrated, but I do 
NOT want to referee! ;%) 


So, henceforth, let's have NO re-posts from other sources referred to 
the list. Yes, I know this may sound pretty provincial, but those who 
really care have browsers and know where to look, and those who don't, 
probably don't.... 


I do NOT need the aggravation of someone who posts to a newsgroup and 
then has to fight off the hungry folks from the BA list who want to 
rearrange his viewpoint or calibrate his selling technique. 


ENOUGH! Already... Just don't do it! 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Tue Apr 9 11:15:00 PDT 2002 


Message-ID: <3CB34ADD.652CC95C@sympatico.ca> 

Date: Tue, 09 Apr 2002 16:11:10 -0400 

From: Jerry Proc <jerry.proc@sympatico.ca> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: boatanchors@theporch.com, rod@log.on.ca, 
Paszkat_John <John.Paszkat@motorola.com> 

Subject: Marconi PV500 Needs a New Home 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


Hello Group, 
A person who I know is moving to an apartment and will not be able to 


provide a home for a Marconi PV500 transmitter. If you are interersted, 
please contact Rod Pears VA3RP. e-mail: rod@log.on.ca . Please do NOT 


contact me. I am NOT the seller..just trying to help out. 
Specs: 


Vintage: 1943 

Frequency range : 3-19 Mhz, variable 

Modes: CW/ICW with break-in keying 

Power 500 watts 

Weight: 800 pounds - breaks down into 3 separate chassis plus cabinet. 
Dimensions: Approx 63 " H x 37" W x 25" D 


An image of this workhorse transmitter can be seen at: 


http: //www3.sympatico.ca/hrc/haida/radio/pv500. jpg 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


Message-ID: <007b01c1e010$b£8445e0$£76ddbdO0@rjmattson> 

From: "R.J. Mattson" <rjmattson@hvi.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Removing decals 

Date: Tue, 9 Apr 2002 17:51:46 -0400 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0078_01C1DFEF .37A93B60" 


This is a multi-part message in MIME format. 


aS5ho5 =_NextPart_000_0078_01C1DFEF .37A93B60 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


I picked up a mint Globe Chief xmtr but it has a large ARRL decal on the = 
front. 

It is one of those decals that you wet in water and then apply. 

How do I get it off without hurting the finish? 

Regards, 

Bob... .W2AMI WN2AMI 1962 

Highland NY 


raises = _NextPart_000_0078_01C1DFEF .37A93B60 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KK KK KKK KK KKK KKK KKK KKK 
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Saas =_NextPart_000_0078_01C1DFEF .37A93B60- - 


From: "Jim Berry" <basalop@gte.net> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: RE: Removing decals 
Date: Tue, 9 Apr 2002 16:58:43 -0700 
Message-ID: <Q00£01c1e022$7b157c00$3119e243@default> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Bob, 


You might want to try the opposite. Put the Globe Chief on it's 
back. Put some warm water on the decal. If that works, the decal 
should slide off. The idea is getting water underneath the decal, so 
the water soluble glue lets go. 


73 Jim K7SLI 
Bob W2AMI asked: 


> I picked up a Globe Chief xmtr but it has a large 

> ARRL decal on the front. 

> It is one of those decals that you wet in water and then apply. 
> How do I get it off without hurting the finish? 


Outgoing mail is certified Virus Free. 
Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.344 / Virus Database: 191 - Release Date: 4/2/2002 


From: “Edward Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Removing decals 
Date: Tue, 9 Apr 2002 17:21:26 -0700 
Message-ID: <FHEBKNEBHGNPDPLBMCNEEEEICBAA. ezeran@concentric.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Bob, 


You might want to try the opposite. Put the Globe Chief on it's 
back. Put some warm water on the decal. If that works, the decal 
should slide off. The idea is getting water underneath the decal, so 
the water soluble glue lets go. 


73 Jim K7SLI 


Sometimes you can hit it quick with a heqat gun which softens the glue also. 


Message-ID: <3CB38D51.147CBO096@metronet.com> 
Date: Tue, 09 Apr 2002 19:54:41 -0500 

From: Neal McEwen <nmcewen@metronet.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: W.E. 500 kcs receivers 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Friends, 

I am looking for someone that might have a catalog showing W.E. 500 kc 
receivers and accessories. During the 20s and early 30s, commercial 
broadcast stations near the coasts were required to monitor 500 kcs for 
SOS calls. When an SOS was heard, the broadcast station shut down until 
"all clear." 

Western Electric made a line of receivers staring with the models 1A 
and 2C, plus a bandpass filter and audio amp. 

Does anyone have a W.E. broadcast catalog showing these? 

73 de K5RW, Neal McEwen, at "The Telegraph Office", nmcewen@metronet.com 
A WWW Page for Telegraph Key Collectors and Historians 


http: //www.metronet.com/~nmcewen/tel_off.html 


Date: Tue, 09 Apr 2002 19:24:48 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Removing decals 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGUBOO2TDYPKU7@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Hi Bob; 


Use an acid brush (or pig bristle artist's brush) with its bristles trimmed 
to about 1/4 inch to work the decal off from the edge as hot soapy water 
takes effect. Go easy so the decal just curls up and away, not coming off 
in pieces. Don't scrub the paint finish vigorously to remove the remaing 
stickum as you will leave a burnished spot in the paint. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Tue, 9 Apr 2002 22:14:56 -0700 
Message-ID: <001601c1e04e$a91437£0$0100a8cO@smeccxp> 
From: "ed sharpe" <esharpe@uswest.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: W.E. 500 kcs receivers 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


yes have the catalog showing all recvrs and transmitters form the 20's but 
be patient.... in a box..... it will be one of the things we scan and add to 
website, I want one of the 50 watt transmitters... it is sooooo.... cute! 
oShis Original Message ----- 

From: "Neal McEwen" <nmcewen@metronet.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Tuesday, April 09, 2002 5:54 PM 

Subject: W.E. 500 kcs receivers 


Friends, 

I am looking for someone that might have a catalog showing W.E. 500 kc 
receivers and accessories. During the 20s and early 30s, commercial 
broadcast stations near the coasts were required to monitor 500 kcs for 
SOS calls. When an SOS was heard, the broadcast station shut down until 


VV VV WV 


"all clear." 
Western Electric made a line of receivers staring with the models 1A 
and 2C, plus a bandpass filter and audio amp. 
Does anyone have a W.E. broadcast catalog showing these? 
73 de K5RW, Neal McEwen, at "The Telegraph Office", nmcewen@metronet.com 
A WWW Page for Telegraph Key Collectors and Historians 
http: //www.metronet.com/~nmcewen/tel_off.html 
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End of BOATANCHORS Digest 3320 
KKKKKKKKKKKKKK KKK KA K 


